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  m  s  W/m  % 
I1  .037  1.02  .49  46.8 
I2  .073  1.28  2.43  22.6 
I3  .110  1.53  6.6  10.8 
I4  .147  1.79  13.6  5.1 
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Irregular Waves  WS1  WS2  WS3  WS4  WS5  WS6  3D WS4 
Original Irregular  X  X  X  X  X  X   
Original Irregular ‐ No 
Skirts  
X  X  X  X  X  X  X 
Original Irregular ‐ 
10cm Aluminum Skirts 

























































  m  s  W/m  %  %  MWh 
I1  .037  1.02  .49  46.8  0  0 
I2  .073  1.28  2.43  22.6  26.8  114.6 
I3  .110  1.53  6.6  10.8  19.8  109.5 
I4  .147  1.79  13.6  5.1  13.0  70.2 
I5  .183  2.04  24.28  2.4  24.7  112.3 





































































































































































  m  s  W/m  %  %  MWh 
I1  .037  1.02  .49  46.8  0.2193  38.74 
I2  .073  1.28  2.43  22.6  0.4544  193.8 
I3  .110  1.53  6.6  10.8  0.4452  245 
I4  .147  1.79  13.6  5.1  0.2733  147.3 
I5  .183  2.04  24.28  2.4  0.1855  84.03 




















































































































Wave cond Load [kg] Meas. H [m]P_wave [W]FresMean [N] FresStDev [N] P [W] Eff. [ ‐ ]
1 2 0.017 0.3 2.102 1.09 0.06 0.306
2 0 0.046 3.4 6.603 3.63 0.36 0.179
2 1 0.046 3.4 6.415 3.67 0.39 0.196
2 1.5 0.047 3.5 6.673 4.01 0.38 0.186
2 2 0.045 3.1 13.85 13.72 0.27 0.146
2 2.5 0.047 3.4 6.976 4.16 0.4 0.197
2 3 0.046 3.4 6.705 4.37 0.39 0.197
2 3.5 0.046 3.4 7.087 4.22 0.38 0.191
2 4 0.047 3.5 7.189 5.02 0.38 0.184
2 4.5 0.046 3.4 9.543 8.35 0.33 0.166
2 5 0.046 3.2 15.45 15.01 0.3 0.157
3 2 0.071 9.3 8.608 6.42 1.66 0.3
3 3 0.074 10.3 8.367 6.2 1.72 0.28
3 4 0.074 10.5 9.736 7.41 1.95 0.311
3 5 0.075 10.7 20.57 21.36 2.71 0.422
3 6 0.076 11.3 65.46 55.11 1 0.147
4 3 0.104 25.9 10.74 6.84 2.82 0.181
4 4 0.104 26 10.88 7.21 3 0.192
4 5 0.105 26.3 18.51 17.09 4.08 0.258
4 6 0.109 25.7 62.9 58.9 8.19 0.531
4 7 0.113 23.4 178.1 121.3 2.79 0.198
5 4 0.106 27.5 11.64 8.36 2.94 0.178
5 5 0.106 27.6 15.41 14.24 2.99 0.18
5 6 0.106 28.2 52.61 51.8 6.26 0.369










Wave cond. Load [kg] Meas. H [m] P_wave [W] FresMean [N] FresStDev [N] P [W] Eff. [ ‐ ]
1 0 0.018 0.2 57.46 9.1 0 0
2 2 0.044 1.2 13.53 10.72 0.18 0.268
3 2 0.101 7.6 14.93 16.85 0.82 0.18
3 3 0.102 7.7 10.15 6.86 0.68 0.148
3 4 0.103 7.6 11.82 6.91 0.73 0.158
3 5 0.103 7.8 19.26 19.35 0.94 0.198
4 5 0.137 16.2 12.17 7.99 1.26 0.13
5 4 0.164 25.9 27.4 29.55 2.77 0.178
5 4.5 0.164 26 48.73 51.08 3.41 0.218
5 5 0.165 26.2 111.7 97.19 3.89 0.247




















New Angles on Arm
Regular waves
Wave cond. Load [kg] Meas. H [m] P_wave [W] FresMean [N] FresStDev [N] P [W] Eff. [ ‐ ]
3 4.5 0.07 9.09 15.79 14.98 1.55 0.285
3 5 0.072 9.09 15.53 14.78 1.53 0.281
3 5.5 0.072 9.09 32.59 32.76 1.62 0.297
4 5.5 0.108 23.49 51.7 49.02 2.58 0.183
4 6 0.111 24.8 69.07 63.44 4.67 0.313
4 6.5 0.111 25.29 161.48 125.87 2.45 0.161  
 
Two middle floaters interconnected
Regular waves
Wave cond. Load [kg] Meas. H [m] P_wave [W] FresMean [N] FresStDev [N] P [W] Eff. [ ‐ ]
3 4.5 0.075 9.95 10.27 5.98 0.77 0.129
3 5 0.077 10.32 32.74 32.22 1.21 0.196
3 5.5 0.076 10.33 59.98 52.44 1.08 0.174
4 5.5 0.109 24.33 58.87 55.57 3.8 0.26
4 6 0.109 24.22 57.35 56.28 4.4 0.303
4 6.5 0.112 26 118.26 107.95 4.22 0.27
5 5.5 0.11 24.785 56.69 58.34 4.53 0.305
5 6 0.108 26.66 56.01 60.28 4.71 0.294
5 6.5 0.107 26.26 139.67 119.83 4.82 0.306  
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Floaters back to regular
Regular waves, Fixed Height, VariablePeriod
Inp. H [m]Inp. T [s] Load [kg] Meas. H [m]P_wave [W]FresMean [N] FresStDev [N] P [W] Eff. [ ‐ ]
0.100 0.750 5 0.094 6.2 7.35 4.75 0.09 0.024
0.100 0.750 5.5 0.094 6.13 5.3 3.04 0.06 0.018
0.100 0.750 6 0.097 6.55 5.3 3.46 0.06 0.016
0.100 1.000 5 0.093 9.08 13.95 13.81 0.62 0.114
0.100 1.000 5.5 0.092 8.83 23.66 34.9 0.32 0.061
0.100 1.000 6 0.093 8.94 61.95 71.63 0.81 0.15
0.100 1.250 5 0.103 14.84 12.66 13.18 1.11 0.125
0.100 1.250 5.5 0.105 15.38 60.65 54.86 1.13 0.122
0.100 1.250 6 0.105 15.35 114.06 86.97 1.55 0.168
0.100 1.500 5 0.0977175 16.46 17.3 13.77 1.94 0.196
0.100 1.500 5.5 0.09914 16.7 120.7 96.8 1.73 0.173























Regular waves, Floaters Not Connected, 40cm Plastic Skirt
Wave cond. Load [kg] Meas. H [m] P_wave [W] F_h Mean [N] F_h StDev [N] P [W] Eff. [ ‐ ]
2 4 0.059 2.5 1.38 1.74 0.05 0.034
2 4.5 0.059 2.5 1.12 2.39 0.05 0.030
2 5 0.059 2.5 1.48 1.99 0.03 0.020
3 4 0.102 9.3 1.96 1.44 0.05 0.009
3 4.5 0.1 8.8 2 1.72 0.04 0.007
3 5 0.1 8.8 3.12 2.03 0.05 0.010
4 4 0.137 19.6 1.77 1.36 0.04 0.003
4 4.5 0.137 19.6 2.11 1.48 0.04 0.003
4 5 0.137 19.5 5.4 2.51 0.08 0.007
5 4 0.14 22.3 1.83 1.19 0.05 0.003
5 4.5 0.14 22.4 2.38 1.71 0.04 0.003
5 5 0.14 22.5 7.68 3.00 0.11 0.008
6 4 0.133 20.5 2.27 1.50 0.09 0.007
6 4.5 0.133 20.7 4.16 2.61 0.08 0.006
6 5 0.133 20.7 6.27 3.55 0.14 0.011  
 
Regular waves, Both Floaters Connected, 40 cm Plastic Skirt
Wave cond. Load [kg] Meas. H [m] P_wave [W] F_h Mean [N] F_h StDev [N] P [W] Eff. [ ‐ ]
3 4 0.099 8.6 5.83 2.95 0.96 0.184
3 4.5 0.099 8.6 7.57 4.64 1.16 0.223
3 5 0.1 8.9 12.07 10.84 1.51 0.280
3 5.5 0.102 9.1 16.35 12.48 1.75 0.318
3 6 0.098 8.4 20.99 16.75 1.21 0.239
5 5 0.137 21.1 12.49 9.64 1.22 0.096
5 5.5 0.142 22.8 16.78 12.80 1.43 0.104
5 6 0.141 22.8 25.8 19.69 1.39 0.101
5 6.5 0.142 22.9 41.42 29.55 0.88 0.064  
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Regular waves, Both Floaters Connected- PTO Reversed, 40cm Plastic Skirt
Wave cond. Load [kg] Meas. H [m] P_wave [W] F_h Mean [N] F_h StDev [N] P [W] Eff. [ ‐ ]
1 4 0.032 0.5 4.45 3.00 0.13 0.388
1 4.5 0.031 0.5 5.15 2.69 0.12 0.381
2 4 0.066 3.1 8.29 4.87 0.87 0.469
2 4.5 0.067 3.2 9.71 6.17 0.78 0.398
2 5 0.067 3.2 11.79 8.43 0.63 0.323
2 5.5 0.067 3.2 13.8 9.30 0.44 0.227
3 4 0.099 8.6 9.05 5.16 1.38 0.266
3 4.5 0.098 8.5 12.79 10.86 1.61 0.315
3 5 0.1 8.8 17.01 13.85 1.72 0.326
3 5.5 0.099 8.6 22.14 17.53 1.27 0.244
3 6 0.1 8.9 34.14 27.10 0.56 0.104
4 4 0.139 20.1 9.85 5.41 1.23 0.102
4 4.5 0.14 20.3 13.70 8.90 1.53 0.125
4 5 0.14 20.2 20.66 15.19 1.77 0.146
4 5.5 0.14 20.3 25.74 18.67 1.27 0.104
4 6 0.14 20.2 37.63 27.65 0.62 0.051
5 5 0.14 22.4 19.41 14.29 1.61 0.120
5 5.5 0.141 22.7 25.91 21.16 1.56 0.114
5 6 0.142 22.7 44.92 31.29 0.88 0.064
6 5 0.138 22.5 17.04 14.21 1.92 0.141
6 5.5 0.138 22.6 24.52 19.63 2.02 0.149
6 6 0.137 21.9 40.47 31.92 1.64 0.125  
 
Regular waves, Both Floaters Connected- PTO Working Both Ways, 40cm Plastic Skirt
Wave cond. Load [kg] Meas. H [m] P_wave [W] F_h Mean [N] F_h StDev [N] P [W] Eff. [ ‐ ]
3 1 0.1 8.9 25.22 8.17 1.44 0.268
3 2 0.098 8.5 25.15 8.51 1.48 0.288
3 2.5 0.099 8.7 24.95 8.60 1.47 0.281
3 3 0.097 8.4 25.02 8.80 1.43 0.284
3 3.5 0.097 8.3 26.19 8.76 1.18 0.234
3 4 0.096 8.2 26.49 9.03 1.05 0.214
5 2.5 0.139 21.5 30.17 10.39 2.21 0.171
5 3 0.139 21.83 29.73 10.33 2.05 0.156
5 3.5 0.141 22.7 29.74 11.87 1.62 0.119




Regular waves, Both Floaters Connected- PTO Reversed- Additional Devices, 40cm Plastic Skirt
Wave cond. Load [kg] Meas. H [m] P_wave [W] F_h Mean [N] F_h StDev [N] P [W] Eff. [ ‐ ]
5 4.5 0.155 26.9 29.86 18.22 2.18 0.135
5 5 0.151 25.4 34.36 20.96 1.63 0.106  
 
Regular Testing, PTO Reversed, Floaters Connected, 00cm Plastic Skirt
Wave cond. Load [kg] Meas. H [m] P_wave [W] F_h Mean [N] F_h StDev [N] P [W] Eff. [ ‐ ]
3 4 0.101 9 20.80 9.87 3.25 0.596
3 4.5 0.103 9.2 24.93 14.37 3.11 0.559
3 5 0.102 9.2 29.53 19.44 2.19 0.395
3 5.5 0.103 9.3 30.25 21.89 1.38 0.248
4 4 0.135 18.6 19.29 8.56 2.91 0.260
4 4.5 0.135 18.6 24.76 12.43 2.13 0.190
4 5 0.135 18.7 32.11 17.43 2.82 0.250
4 5.5 0.134 18.3 34.75 22.87 1.36 0.123
5 4 0.162 29.7 19.68 8.89 2.92 0.163
5 4.5 0.161 29.1 22.37 12.56 3.51 0.201
5 5 0.161 29.4 28.27 17.06 3.80 0.215
5 5.5 0.159 28.2 33.78 23.00 2.40 0.142
6 4 0.177 37 16.49 9.29 3.38 0.152
6 4.5 0.178 37.3 18.65 14.00 3.65 0.163
6 5 0.179 37.6 24.83 17.41 4.37 0.193
6 5.5 0.179 37.5 32.80 24.28 5.76 0.255
6 6 0.18 37.9 43.32 24.83 6.03 0.265



















Irregular Testing- PTO Reversed, Floaters Connected, 40cm Plastic Skirt
Wave cond. Load [Kg] Meas. H [m] P_wave [W] F_h Mean [N] F_h StDev [N] P [W] Eff. [ ‐ ]
1 3.7 0.030 0.45 4.47 3.35 0.07 0.256
2 4 0.071 3.38 10.72 6.91 0.47 0.232
3 5 0.107 9.39 21.24 15.33 1.20 0.212
4 5 0.142 19.62 28.39 20.83 1.69 0.144
5 5 0.162 28.59 32.93 23.34 2.77 0.162
6 5 0.186 39.25 37.55 25.72 3.56 0.151  
Irregular Testing- PTO Reversed, Floaters Connected, 00cm Plastic Skirt
Wave cond. Load [Kg] Meas. H [m] P_wave [W] F_h Mean [N] F_h StDev [N] P [W] Eff. [ ‐ ]
1 4 0.032 0.48 4.54 3.46 0.06 0.219
2 4 0.074 3.40 11.53 7.49 0.93 0.454
3 4 0.105 8.50 16.53 9.51 2.27 0.445
4 4 0.142 17.95 18.35 10.20 2.94 0.273
5 5 0.171 28.74 27.67 18.90 3.20 0.186
6 6 0.197 40.45 43.22 32.73 3.83 0.158  
 
 
Irregular Testing- PTO Reversed, Floaters Connected, 10cm Aluminum Skirt
Wave condLoad [Kg] Meas. H [m] P_wave [W] F_h Mean [N] F_h StDev [N] P [W] Eff. [ ‐ ]
1 4 0.03 0.38 6.65 4.56 0.09 0.389
2 4 0.07 2.77 12.11 10.26 0.75 0.451
3 4 0.10 7.30 17.50 13.51 1.96 0.447
4 4 0.13 14.74 20.26 15.08 2.58 0.292
5 5 0.16 24.32 32.12 25.38 2.53 0.173  
Irregular Testing- PTO Reversed, Floaters Connected, 10cm Aluminum Skirt -- 3D Waves (Spreading 40)
Wave cond. Load [Kg] Meas. H [m] P_wave [W] F_h Mean [N] F_h StDev [N] P [W] Eff. [ - ]
4 4 0.11 11.35 18.36 13.98 1.77 0.261










Fixed H/Variable T, 40cm Plastic Skirt
Inp. H [m] Inp. T [s] Load [kg] Meas. H [m] P_wave [W] F_h Mean [N] F_h StDev [N] P [W] Eff. [ ‐ ]
0.100 1.000 4.5 0.145 10.75 5.12 2.90 0.32 0.049
0.100 1.250 4.5 0.137 12.93 5.01 3.70 0.30 0.038
0.100 1.500 4.5 0.130 14.61 5.75 3.57 0.21 0.024
0.100 1.750 4.5 0.137 18.81 4.82 2.74 0.12 0.011
0.100 2.000 4.5 0.106 12.59 3.94 2.06 0.08 0.011
0.100 2.250 4.5 0.106 13.38 4.23 3.21 0.10 0.012  
 
Fixed T/Variable H, 40cm Plastic Skirt
Inp. H [m] Inp. T [s] Load [kg] Meas. H [m] P_wave [W] F_h Mean [N] F_h StDev [N] P [W] Eff. [ ‐ ]
0.075 1.500 4.5 0.091 7.08 4.09 2.15 0.13 0.031
0.100 1.500 4.5 0.129 14.37 6.27 4.60 0.26 0.030
0.125 1.500 4.5 0.161 22.00 7.40 4.55 0.27 0.021
0.150 1.500 4.5 0.195 32.36 10.78 6.76 0.46 0.024  
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Floaters Connected- Fixed H/Variable T- PTO Reversed, 40cm Plastic Skirt
Inp. H [m] Inp. T [s] Load [kg] Meas. H [m] P_wave [W] F_h Mean [N] F_h StDev [N] P [W] Eff. [ ‐ ]
0.100 1.000 4 0.128 8.29 17.75 8.77 1.72 0.346
0.100 1.000 4.5 0.133 8.90 19.00 10.40 1.79 0.335
0.100 1.000 5 0.138 9.69 22.20 12.93 1.10 0.190
0.100 1.250 4 0.139 13.31 21.67 9.59 2.68 0.336
0.100 1.250 4.5 0.136 12.76 22.58 13.60 1.88 0.246
0.100 1.250 5 0.133 12.25 24.52 15.84 1.54 0.210
0.100 1.500 4.5 0.121 12.66 26.32 14.67 2.66 0.350
0.100 1.500 5 0.119 12.33 28.93 18.29 1.91 0.259
0.100 1.500 5.5 0.118 12.02 31.45 20.92 1.43 0.199
0.100 1.750 4.5 0.135 18.12 24.18 14.70 1.19 0.109
0.100 1.750 5 0.134 18.08 27.22 17.21 1.13 0.104
0.100 1.750 5.5 0.136 18.59 29.67 19.69 1.08 0.097
0.100 2.000 4.5 0.109 13.08 21.94 12.74 0.71 0.090
0.100 2.000 5 0.109 13.10 23.87 14.13 0.70 0.089
0.100 2.000 5.5 0.109 13.07 27.13 18.39 0.43 0.055
0.100 2.250 4.5 0.112 14.93 24.27 14.00 0.78 0.087
0.100 2.250 5 0.113 15.06 27.67 17.58 0.72 0.079
0.100 2.250 5.5 0.112 14.75 30.96 18.63 0.56 0.063  
Floaters Connected- Fixed T/Variable H- PTO Reversed, 40cm Plastic Skirt
Inp. H [m] Inp. T [s] Load [kg] Meas. H [m]P_wave [W] F_h Mean [N] F_h StDev [N] P [W] Eff. [ ‐ ]
0.050 1.500 4 0.058 2.94 12.91 5.50 0.46 0.262
0.050 1.500 4.5 0.058 2.88 14.07 6.57 0.34 0.195
0.075 1.500 4 0.092 7.36 18.26 8.85 1.32 0.299
0.075 1.500 4.5 0.093 7.46 18.65 11.10 1.25 0.279
0.075 1.500 5 0.093 7.55 21.67 14.38 0.93 0.206
0.100 1.500 4.5 0.126 13.75 25.92 12.44 2.71 0.328
0.100 1.500 5 0.124 13.38 27.90 17.85 1.82 0.227
0.100 1.500 5.5 0.125 13.44 30.60 21.32 1.46 0.181
0.125 1.500 4.5 0.158 21.41 31.03 13.98 4.35 0.339
0.125 1.500 5 0.159 21.69 33.50 17.50 3.93 0.302
0.125 1.500 5.5 0.159 21.79 37.36 27.31 2.51 0.192
0.150 1.500 4.5 0.198 33.52 32.23 15.27 5.48 0.272
0.150 1.500 5 0.195 32.53 36.72 20.52 5.83 0.299
0.150 1.500 5.5 0.191 31.48 42.64 27.02 5.58 0.295  
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Floaters Connected- PTO Reversed, 40cm Plastic Skirt
Inp. H [m] Inp. T [s] Load [kg] Meas. H [m] P_wave [W] F_h Mean [N] F_h StDev [N] P [W] Eff. [ ‐ ]
0.075 0.75 4 0.076 2.08 11.76 7.82 0.29 0.236
0.075 0.875 4 0.095 3.91 20.33 13.39 1.44 0.616
0.075 1 4 0.096 4.69 18.80 11.48 1.10 0.392  
Floaters Connected- PTO Reversed, 20cm Plastic Skirt
Inp. H [m] Inp. T [s] Load [kg] Meas. H [m] P_wave [W] F_h Mean [N] F_h StDev [N] P [W] Eff. [ ‐ ]
0.075 0.75 4 0.094 3.26 15.08 10.91 0.38 0.194
0.075 0.875 4 0.096 4.04 18.57 11.38 0.53 0.218
0.075 1 4 0.099 5.00 18.29 10.43 0.38 0.128
0.100 1.000 4.5 0.137 9.57 32.83 21.49 0.93 0.162
0.100 1.250 4.5 0.146 14.81 28.46 20.03 1.05 0.118
0.100 1.500 4.5 0.131 14.82 35.41 28.21 1.18 0.133
0.100 1.750 4.5 0.148 21.82 35.80 27.02 0.91 0.069
0.100 2.000 4.5 0.121 16.17 30.65 21.26 0.70 0.072
0.100 2.250 4.5 0.124 17.97 34.64 22.07 1.09 0.101  
Floaters Connected- PTO Reversed, 10cm Plastic Skirt
Inp. H [m] Inp. T [s] Load [kg] Meas. H [m] P_wave [W] F_h Mean [N] F_h StDev [N] P [W] Eff. [ ‐ ]
0.075 0.75 4 0.095 3.25 11.66 6.23 0.35 0.181
0.075 0.875 4 0.097 4.04 17.69 11.79 0.95 0.391
0.075 1 4 0.103 5.36 14.21 8.07 0.34 0.105
0.100 1.000 4.5 0.139 9.76 19.13 13.71 0.62 0.107
0.100 1.250 4.5 0.148 15.18 28.08 23.98 1.86 0.204
0.100 1.500 4.5 0.133 15.33 36.37 25.98 2.12 0.231
0.100 1.750 4.5 0.133 17.51 35.08 25.11 1.02 0.097
0.100 2.000 4.5 0.125 17.26 30.07 21.11 0.69 0.067
0.100 2.250 4.5 0.132 20.21 33.09 20.35 0.74 0.061  
Floaters Connected- PTO Reversed, mini Skirt
Inp. H [m] Inp. T [s] Load [kg] Meas. H [m] P_wave [W] F_h Mean [N] F_h StDev [N] P [W] Eff. [ ‐ ]
0.075 0.75 4 0.091 3.06 15.06 8.03 0.22 0.120
0.075 0.875 4 0.095 3.87 17.93 11.78 0.63 0.273
0.075 1 4 0.094 4.45 15.29 10.45 0.35 0.130
0.100 1.000 4.5 0.125 7.89 19.41 14.22 0.70 0.148
0.100 1.250 4.5 0.141 13.72 28.50 24.53 1.80 0.219
0.100 1.500 4.5 0.134 15.44 38.63 28.43 2.18 0.235
0.100 1.750 4.5 0.152 22.96 38.40 27.22 1.12 0.081
0.100 2.000 4.5 0.120 16.11 30.72 21.30 0.74 0.077
0.100 2.250 4.5 0.123 17.78 34.59 21.96 0.71 0.066  
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Floaters Connected- PTO Reversed, 00cm Plastic Skirt
Inp. H [m] Inp. T [s] Load [kg] Meas. H [m] P_wave [W] F_h Mean [N] F_h StDev [N] P [W] Eff. [ ‐ ]
0.075 0.75 4 0.097 3.37 11.48 5.94 0.24 0.117
0.075 0.875 4 0.100 4.40 16.58 10.23 0.74 0.280
0.075 1 4 0.114 6.64 14.59 8.83 0.46 0.116
0.100 1.000 4.5 0.143 10.26 18.97 10.67 0.47 0.077
0.100 1.250 4.5 0.157 17.04 32.12 27.44 1.58 0.154
0.100 1.500 4.5 0.136 15.95 38.32 21.92 4.60 0.481
0.100 1.750 4.5 0.136 18.47 39.23 27.71 1.56 0.140
0.100 2.000 4.5 0.126 17.49 31.43 21.20 0.72 0.069
0.100 2.250 4.5 0.131 20.17 33.19 18.91 1.07 0.089  
Floaters Connected- PTO Reversed, 30cm Aluminum Skirt
Inp. H [m] Inp. T [s] Load [kg] Meas. H [m] P_wave [W] F_h Mean [N] F_h StDev [N] P [W] Eff. [ ‐ ]
0.08 0.75 4.00 0.07 3.34 9.78 5.36 0.36 0.182
0.08 0.88 4.00 0.06 3.59 12.30 6.00 0.93 0.434
0.08 1.00 4.00 0.06 3.98 13.58 6.55 1.32 0.551
0.10 1.00 4.50 0.08 7.14 17.58 8.22 2.19 0.512
0.10 1.25 4.50 0.11 15.90 23.28 13.32 4.03 0.423
0.10 1.50 4.50 0.09 13.82 24.52 13.47 4.61 0.556
0.10 1.75 4.50 0.08 13.11 24.34 13.64 2.20 0.280
0.10 2.00 4.50 0.08 15.06 19.02 10.12 0.91 0.101
0.10 2.25 4.50 0.09 17.23 19.95 10.90 0.84 0.081  
Floaters Connected- PTO Reversed, 30cm Aluminum Skirt with Inlet/Outlet Devices
Inp. H [m] Inp. T [s] Load [kg] Meas. H [m] P_wave [W] F_h Mean [N] F_h StDev [N] P [W] Eff. [ - ]
0.08 0.75 4.00 0.07 3.48 13.42 7.53 0.00 0.000
0.08 0.88 4.00 0.06 3.67 15.66 10.90 0.00 0.000
0.08 1.00 4.00 0.08 6.06 17.48 10.94 0.00 0.000
0.10 1.00 4.50 0.09 7.94 16.56 9.81 1.69 0.356
0.10 1.25 4.50 0.11 15.16 25.32 15.52 5.00 0.550
0.10 1.50 4.50 0.09 13.72 26.55 15.34 5.52 0.671
0.10 1.75 4.50 0.08 13.20 25.89 13.67 2.36 0.298
0.10 2.00 4.50 0.08 15.51 20.27 12.15 0.94 0.101
0.10 2.25 4.50 0.08 16.74 20.47 11.88 0.84 0.083  
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Floaters Connected- PTO Reversed, 20cm Aluminum Skirt
Inp. H [m] Inp. T [s] Load [kg] Meas. H [m] P_wave [W] F_h Mean [N] F_h StDev [N] P [W] Eff. [ ‐ ]
0.08 0.75 4.00 0.06 2.71 10.27 6.12 0.30 0.187
0.08 0.88 4.00 0.06 3.54 13.20 8.38 0.90 0.424
0.08 1.00 4.00 0.06 3.57 13.28 7.56 0.86 0.402
0.08 1.25 4.00 0.08 7.98 19.32 11.63 2.47 0.516
0.08 1.50 4.00 0.06 6.13 20.75 10.56 2.19 0.594
0.08 1.75 4.00 0.05 5.87 17.78 10.95 1.21 0.345
0.08 2.00 4.00 0.06 9.01 14.25 8.79 0.58 0.108
0.08 2.25 4.00 0.07 10.44 13.85 8.14 0.53 0.085
0.10 1.00 4.50 0.08 6.76 16.18 9.80 1.57 0.387
0.10 1.25 4.50 0.11 15.61 24.48 15.10 3.58 0.383
0.10 1.50 4.50 0.09 13.04 26.53 15.44 4.23 0.540
0.10 1.75 4.50 0.08 12.96 26.40 15.05 2.08 0.268
0.10 2.00 4.50 0.08 15.46 20.77 13.25 0.96 0.103
0.10 2.25 4.50 0.09 17.29 20.86 12.52 0.87 0.084  
Floaters Connected- PTO Reversed, 10cm Aluminum Skirt
Inp. H [m] Inp. T [s] Load [kg] Meas. H [m] P_wave [W] F_h Mean [N] F_h StDev [N] P [W] Eff. [ ‐ ]
0.08 0.75 4.00 0.06 2.69 10.35 6.44 0.33 0.203
0.08 0.88 4.00 0.07 4.42 11.93 7.20 0.74 0.279
0.08 1.00 4.00 0.06 4.02 11.79 7.02 0.73 0.301
0.08 1.25 4.00 0.08 8.25 20.28 11.92 2.97 0.601
0.08 1.50 4.00 0.06 6.49 21.21 11.58 2.91 0.747
0.08 1.75 4.00 0.05 5.76 19.61 14.46 1.36 0.393
0.08 2.00 4.00 0.06 8.91 14.64 10.15 0.66 0.124
0.08 2.25 4.00 0.07 10.16 14.46 10.98 0.58 0.095
0.10 1.00 4.50 0.08 6.79 14.30 9.22 1.39 0.341
0.10 1.25 4.50 0.10 14.89 24.52 17.12 4.98 0.558
0.10 1.50 4.50 0.08 12.37 26.30 16.98 5.02 0.676
0.10 1.75 4.50 0.08 11.87 25.82 16.59 2.22 0.311
0.10 2.00 4.50 0.08 14.97 22.93 16.32 1.05 0.117
0.10 2.25 4.50 0.09 17.22 22.39 14.86 0.94 0.091  
Floaters Connected- PTO Reversed, 00cm Skirt
Inp. H [m] Inp. T [s] Load [kg] Meas. H [m] P_wave [W] F_h Mean [N] F_h StDev [N] P [W] Eff. [ ‐ ]
0.08 0.75 4.00 0.06 2.80 10.51 6.80 0.32 0.191
0.08 0.88 4.00 0.06 3.65 11.36 6.97 0.71 0.324
0.08 1.00 4.00 0.07 4.58 11.81 8.74 0.73 0.265
0.08 1.25 4.00 0.08 7.96 21.96 13.34 3.96 0.830
0.08 1.50 4.00 0.06 6.93 21.49 12.86 3.16 0.762
0.08 1.75 4.00 0.06 6.87 18.78 10.04 1.79 0.434
0.08 2.00 4.00 0.06 8.83 14.89 10.17 0.67 0.126
0.08 2.25 4.00 0.07 10.29 15.09 10.94 0.65 0.105  
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